
61,10%

NOTE: THE DURABILITY OF THE LABEL SHOULD BE
INSPECTED BY FILLING THE MARKED MANUALLY FOR 15
SECONDS WITH A WATER-HELD CLOTH AND AGAIN FOR 15
SECONDS WITH A GASOLINE PAD. AFTER THE TEST THE
LABEL MUST BE CLEARLY LEGIBLE, IT SHOULD NOT BE
POSSIBLE TO REMOVE IT EASILY AND SHOULD NOT SHOW
WRINKLES.

NOTA: SE DEBE INSPECCIONAR LA DURABILIDAD DE LA
ETIQUETA FROTANDO EL MARCADO MANUALMENTE DURANTE 15
SEGUNDOS CON UN PAÑO EMPAPADO EN AGUA Y NUEVAMENTE
DURANTE 15 SEGUNDOS CON UN PAÑO EMPAPADO EN
GASOLINA.  DESPUES DEL ENSAYO LA ETIQUETA DEBE SER
CLARAMENTE LEGIBLE, NO DEBE SER POSIBLE RETIRARLA
FÁCILMENTE Y NO DEBE MOSTRAR ARRUGAS .

ESPECIFICACIONES DE MATERIAL / MATERIAL
SPECIFICATIONS:
- DE ACUERDO A LA DIRECTIVA RoHS, LA CONCENTRACION DE SUBSTANCIAS
SERA CALCULADA EN MATERIALES HOMOGENEOS CON VALORES LIMITES DE:
0.1% PARA Cr6 + , Pb, Hg, PBBs Y PBDEs Y 0.01% PARA Cd.
- ACCORDING TO RoHS DIRECTIVE , THE SUBSTANCE CONCENTRATION WILL
BE CALCULATED IN HOMOGENEOUS MATERIAL WITH LIMITS OF VALUES: 0.1%
FOR Cr6 + , Pb, Hg, PBBs AND PBDEs AND 0.01% FOR Cd.

ANGLED DIMENSION STAMPING/CUTTING/BENDING/ROLL-FORMING DIMENSION (mm)

HASTA 10 10 - 50 50 - 100 100 o + 1 - 6 6 - 30 30 - 100 100 - 300 300 o +

± 1º ± 30' ± 20' ± 10' ± 0,2 ± 0,3 ± 0,4 ± 0,7 ± 1

Dimensions, data and characteristics, which are subjected 
to Statistical Process Control (SPC) are marked with
Dimensions/Features, which are Critical to Quality (CTQ) but
do not require statistic control are indicated with
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-

ETIQUETA E.E. FCE 2HF (GLP)
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